Air Die Grinder ARpressoesors

DIY type ORDER NO. VAG-500 ) )
Econmic type ORDER NO. VAG-601A 1. Clean The Air For The Grinder.
2. Fixed Type Collet Chuck: @3.0mm Is Standard.

@2.38mm & @3.175mm Collet Are Available Upon
Your Request. Put Into 10 C.C. From The Air Inlet
Hole Twice Daily.

3. It's Warm When It's Working.

4. Reliable Quality And Economic Price.

ORDER NO. COLLET SIZE SPEED WEIGHT LENGTH CODE NO.
VAG-500 3mm, 3/32", 1/8" | 54,000 R.P.M. 130g 150mm 8001-099

ORDER NO. COLLET SIZE SPEED WEIGHT LENGTH CODE NO.

VAG-601A 3mm, 3/32", 1/8" | 54,000 R.P.M. 130g 150mm 8001-100

Strong & silent type

1. Replaceable collet chuck: 23.0mm is standard.
22.38mm and 23.175mm collet are available upon
m your request.
¥ 2. High-torque, quite-running and well balance.

3. Ideal for precision grinding and finishing works.

ORDER NO. COLLET SIZE SPEED WEIGHT LENGTH CODE NO.

VAG-701 3mm, 3/32", 1/8" | 70,000 R.P.M. 130g 150mm 8001-101

Dual-collet type

S ———

ORDER NO. COLLET SIZE SPEED WEIGHT LENGTH CODE NO.
VAG-609 3mm, 6mm 35,000 R.P.M. 3509 175mm 8001-115

1. Dual collet chuck: 23.0mm and @6.0mm are
standard. 3.175mm and ¢6.35mm collet are
available upon your request.

2. High torque, heavy-duty, general-purpose
applicable on debarring, chamfering, milling and
finishing the welded surface etc.

Angle 45° type

Angle 45°, suitable for angle debarring and grinding.

ORDER NO. WHEEL SIZE SPEED WEIGHT LENGTH CODE NO.
VAG-8241 230mm 23,000 R.P.M. 300g 160mm 8001-116

SMALL TYPE MACHINE



