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Please provide spindle dimension a____ mm e_______ mm
in metric for mounting b mm | H— mm
c_______ mm 9g_______ mm
d___ mm thread @D x pitch
P.C.D Forg x holes number
Compact body design is the best Concentricity: 0.002mm
tool for internal processing. Squareness: 10 Arc Second
6000 rpm high speed processing. Material: FCD60~FCD65
Increases machining efficiency. R.P-M.: Max. 6000RPM
. Gear Ration: 1:1
Allow automatic tool changed. -
| ductivit Spindle Type: BT
ncreases productivity. Standard Accessory: | 27mm Wrench, ER Wrench, ER Nut

ORDER NO. A|B|C | D|E|F|G|H | J K L N.W.(KGS) | CODE NO.
VHA-BT40-ER20 | 192 | 29 | 95 (122 |28.5| 38 | 28 | 28 | 66 | 1~13(ER20) [15.5 65 6.2 3500-020
VHA-BT50-ER20 | 203 | 29 | 95 (122 |28.5| 38 | 28 | 28 | 66 | 1~13(ER20) [15.5| 80/85 9.5 3500-021

Oil-Feed Holder / Slo

Coolant hole holder for straight shank
BT40,BT50

mDimension .

BT NO

X193 B S

PT 1/4 POSITION BLOCK .
Unit:mm

ORDER NO. d L B|C|D|[LO|L1| H | Hl WEIGHT(kgs)| CODE NO.
BT40SL0O32-150| 32 | 150 | 65 | 53 | 90 | 52 | 60 | 15 | 15 4KGS 3214-001
BT40SL0O40-150| 40 | 150 | 65 | 70 | 90 | 52 | 70 | 19 | 18 4.6KGS 3214-002
BT50SL0O32-150| 32 | 150 | 80 | 54 |100| 42 | 60 | 15 | 15 7.1KGS 3214-003
BT50SL0O40-150| 40 | 150 | 80 | 64 |100| 52 | 70 | 19 | 18 7.8KGS 3214-004

Reducing sleeve for oil feed holder.

s ORDERNO. [D1 [ D2 [ D3| L1 [ L2 | H [ WEIGHT(kg) | CODE NO.
W 0C32-20 20 48 0.4 3214-103
5 wh o _q 3 32 42 | 63| 6
2 K 0C32-25 25 54 0.3 3214-104
0C40-25 25 54 0.6 3214-105
2 40 50 | 63 | 6
" 0C40-32 32 58 05 3214-106

TOOLING SYSTEM .



